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OPERATION MADE EASY. Operator-controlled 
ground drive with a single pilot-operated joystick 
allows for a smooth range of motion, while a  
conveniently placed auxiliary lever allows  
operators to multi-task.

DESIGNED FOR SAFETY. A dedicated spring 
cushioned platform with operator presence system 
keeps users out of jobsite mud and scrap.

RIDE IN COMFORT. Cushions are positioned  
in front and on both sides of the operator,  
increasing comfort and support when  
navigating difficult terrain.

ATTACK A WIDE RANGE OF TASKS WITH 
THE SAME MACHINE. A universal mounting 
plate makes hooking up a variety of attachments 
easy, giving the operator the versatility they need.

MACHINE MAINTENANCE MADE EASIER. 
Just lift the rear panel for easy access to radiator, 
electrical system and hydraulic valves.

MINI SKID STEER
S650TX



S650TX MINI SKID STEER
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ENGINE
Model: Kubota D1105-ET03

Fuel type: Diesel

Fuel tank capacity: 14.5 gal (54.9 L)

Gross horsepower: 24.8 hp (18.5 kW)

Cooling system: Liquid

HYDRAULIC SYSTEM
Hydraulic system flow: 13.75 gpm (52 L/min)

Hydraulic system pressure: 3025 psi (208.6 bar)

Tank capacity: 11 gal (41.6 L)

PN 180007857

GENERAL
Length (basic unit): 71.5" (181.6 cm)

Width (basic unit): 36" (91.4 cm)

Height (basic unit): 57.75" (146.7 cm)

Height (to hinge pin): 80" (203.2 cm)

Weight [7" (17.8 cm) tracks]: 2560 lb (1161.2 kg)

Weight [9" (22.9 cm) tracks]: 2640 lb (1197.5 kg)

Ground clearance: 5" (12.7 cm)

OPERATIONAL
Steering: Single, pilot-operated joystick

Lift: Single, dual-axis

Curl: Single, dual-axis

PERFORMANCE
SAE-rated operating capacity: 660 lb (299.4 kg)

Tipping capacity [with 175 lb (79.4 kg) operator]: 1890 lb (857.3 kg)

Travel speed: 4.5 mph (7.2 km/h)

Ground pressure [7" (17.8 cm)]: 4.5 psi (.3 bar)

Ground pressure [9"(22.9 cm) tracks]: 3.6 psi (.2 bar)


